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1. Length of Development Authorization.

A. The approved development (including the replacement of 380 feet of RCB storm
drain, 48 replacement piles, tidal gate, wave barrier, and replacement fencing)
is authorized for ten (10) years from the date of approval [i.e., through April 6,
2032] or until such time that the triggers, identified below, are met, whichever is
sooner. By acceptance of this coastal development permit, the permittee
acknowledges and agrees that the development authorized pursuant to this permit is
thus interim, and is permitted for the time frame identified in order to provide a
reasonable period of time for the Permittee to evaluate future risk of coastal hazards
as influenced by sea level rise and to plan, develop, and implement any necessary
responses to coastal hazards including adaptation or relocation alternatives to avoid
or minimize coastal access and recreation impacts (e.g. obstruction of lateral beach
and water access) and ensure minimization of risk in the long term.

B. Prior to the expiration of the authorization period of the development (i.e.,
before April 6, 2032), the permittee or its successors shall submit to the Coastal
Commission an application for a CDP amendment to (a) relocate the facility (i.e.,
storm drain, tidal gate, wave barrier, fence) as far landward as feasible, (b) extend the
length of time the development is authorized and modify its design as needed to
ensure consistency with the Coastal Act, (c) remove the approved development in its
entirety and restore the affected areas to a sandy beach condition. If a complete
application is filed before the end of the authorization period, the authorization period
shall be automatically extended until the time the Commission acts on the application.
The required amendment application shall conform to the Commission’s permit filing
regulations at the time.

C. Within five (5) years from the date of approval of this CDP (i.e., before April 6,
2027) or prior to submittal of a CDP application for any new substantial repair
to any portion of the facility within the Coastal Zone, the Permittee or its
successors shall submit for review and approval by the Executive Director a Sea
Level Rise Adaptation Plan that provides a clear long-term plan to minimize flood
hazard risks and to maximize coastal access through at least the year 2100. The plan
shall include:

i. An evaluation of alternatives to the development approved in the subject permit
that would minimize impacts to coastal access and minimize siting of
infrastructure in hazardous areas including but not limited to an alternative that
sites the facility as far landward as feasible to avoid blocking recreators from
walking or swimming along the shoreline. The information concerning these
alternatives must be sufficiently detailed to enable the Coastal Commission to
evaluate the feasibility of each alternative for addressing consistency with the
Coastal Act, including whether the alternatives minimize impacts to lateral
access along the wet-dry sandy beach edge or from erosion and other coastal
hazards in the project area obtained through periodic monitoring and recording
of conditions (e.g., beach width and sand levels) in the project area during
extreme tide and storm events. The information should be sufficiently detailed
regarding the extent and duration that the facility is impeding coastal access or
is exposed (not buried by sand), and include an assessment of cumulative
changes to the approved development’s access impacts and coastal hazard risk
over time. The analysis shall include a feasibility analysis of the alternatives that
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evaluates and considers all potential constraints, including geotechnical and
engineering constraints, potential phasing options with timelines, project costs,
and potential funding options. The alternatives shall explicitly address the
following:

a. Options to reduce the storm and dry-weather flows discharged through
the outfall through upstream detention, infiltration, diversion, and/or reuse
such that an outfall in this location is no longer needed or could be
reduced in scale.

b. Options to avoid impacts to coastal access by siting the facility as far
landward as feasible toward the back of the beach to avoid blocking
recreators from walking or swimming along the shoreline, which may also
include reconstruction of the storm drain pipeline.

c. Other options that would minimize coastal hazards and maximizes public
coastal access.

2. Final Public Access Plan.
A. PRIOR TO ISSUANCE OF THE COASTAL DEVELOPMENT PERMIT, the
applicant shall submit, for the review and written approval of the Executive Director,
a Final Public Access Plan The plan shall include, at a minimum, the following
components:

(i)

(viii)

(ix)

The minimum number of public parking spaces that are required. The
number of public parking spaces utilized shall be the minimum necessary to
implement the project.

No overnight storage of equipment or materials shall occur outside the
designated work area.

Continuous public pedestrian access around the construction site on
Dockweiler State Beach must be maintained at all times for the duration of
construction to the extent feasibly consistent with public safety.

Access corridors shall be located in a manner that has the least impact on
public access to and along the shoreline of the project site.

Provide a detailed construction schedule and identify through clear mapping
exhibits, and provide rationale for, the minimum necessary beach work area
to be closed throughout the project timeline.

Signage in English and Spanish shall be installed directing pedestrians and
bicyclists at the beach to alternative lateral access corridors.

Identification of the location and size of a staging area that minimizes
impacts to public access, including minimizing use of public parking spaces.
The staging site shall be removed and restored immediately following
completion of the development.

The applicant shall submit evidence that the approved public access plan
has been incorporated into construction bid documents.

B. The permittee shall undertake development in accordance with the approved final
plans unless the Commission amends this permit or the Executive Director
determines that no amendment is legally required for any proposed minor
deviations.
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3. Assumption of Risk, Waiver of Liability and Indemnity.

A. By acceptance of this permit, the permittee acknowledges and agrees (i) that the site
may be subject to hazards from flooding, sea level rise, erosion and wave uprush; (ii)
to assume the risks to the permittee and the property that is the subject of this permit
of injury and damage from such hazards in connection with this permitted
development; (iii) to unconditionally waive any claim of damage or liability against the
Commission, its officers, agents, and employees for injury or damage from such
hazards; and (iv) to indemnify and hold harmless the Commission, its officers, agents,
and employees with respect to the Commission’s approval of the project against any
and all liability, claims, demands, damages, costs (including costs and fees incurred
in defense of such claims), expenses, and amounts paid in settlement arising from
any injury or damage due to such hazards.

B. PRIOR TO ISSUANCE OF COASTAL DEVELOPMENT PERMIT, the permittee shall
submit a written agreement, in a form and content acceptable to the Executive
Director, incorporating all of the above terms of this condition.

4. Water Quality Recommendations.

A. Construction Pollution Prevention Plan (CPPP). PRIOR TO ISSUANCE OF THE
COASTAL DEVELOPMENT PERMIT, the applicant shall submit, for the review and
written approval of the Executive Director, a Construction Pollution Prevention Plan
(CPPP) to protect water quality to the maximum extent feasible. The plan shall
include, at a minimum, the following components:

i.  General Best Management Practices and Procedures
ii. Best Management Practices for Construction Activities Adjacent to Coastal
Waters

iii. Best Management Practices for Stockpile and Debris Management

iv. Best Management Practices for Spill Prevention and Equipment
Maintenance

v. The applicant shall use plastic-free netting or no netting in a temporary
erosion and sediment control BMPs.

vi.  The use of temporary erosion and sediment control products (such as fiber
rolls, erosion control blankets, mulch control netting, and heavy-duty silt
fences) that incorporate plastic netting shall be prohibited, to minimize
wildlife entanglement and plastic debris pollution. Only 100% biodegradable
(not photodegradable) natural fiber netting shall be allowed.

vii.  The temporary cofferdam shall be the minimum footprint and configuration
necessary to accomplish the proposed repairs to the storm drain.

B. Storage of Construction Materials, Mechanized Equipment and Removal of
Construction Debris. The permittee shall comply with the following construction-
related requirements for construction in, over, or adjacent to coastal waters and
habitat:

i.  To the extent feasible, construction activity shall not be conducted below the
mean high tide line, unless tidal waters have receded.

ii.  Construction activity shall not be conducted below the mean high tide line
outside any area that is not a part of the authorized work area.

iii.  All work shall take place during daylight hours, and lighting of the beach and
ocean area is prohibited.
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All construction equipment and materials placed on the beach during
daylight construction hours shall be stored beyond the reach of tidal waters.
All construction equipment and materials shall be placed in their entirety
within the approved staging area on the beach by sunset each day that work
occurs. The only exceptions shall be for erosion and sediment controls
and/or construction area boundary fencing.

Tarps or other devices shall be used to capture debris, dust, oil, grease,
rust, dirt, fine particles, and spills to protect the quality of coastal waters.

All erosion and sediment controls shall be in place prior to the
commencement of construction, as well as at the end of each workday. At a
minimum, if grading is taking place, sediment control BMPs shall be
installed at the perimeter of the construction site to prevent construction-
related sediment and debris from entering the ocean, waterways, natural
drainage swales, and the storm drain system, or being deposited on the
beach.

Only rubber-tired construction vehicles shall be allowed on the beach; the
only exception shall be that tracked vehicles may be used if the Executive
Director agrees that they are required to safely carry out construction. When
transiting on the beach, all construction vehicles shall remain as high on the
upper beach as possible and shall avoid contact with ocean waters and
intertidal areas.

All debris resulting from construction activities shall be removed from the
beach immediately.

All trash and debris shall be disposed in the proper trash and recycling
receptacles at the end of every construction day.

The applicants shall provide adequate disposal facilities for solid waste,
including excess concrete, produced during demolition or construction.
Debris shall be disposed of at a legal disposal site or recycled at a recycling
facility. If the disposal site is located in the coastal zone, a coastal
development permit or an amendment to this permit shall be required before
disposal can take place unless the Executive Director determines that no
amendment or new permit is legally required.

All stockpiles and construction materials shall be covered, enclosed on all
sides, shall be located as far away as possible from drain inlets and any
waterway, and shall not be stored in contact with the soil.

Machinery and equipment shall be maintained and washed in confined
areas specifically designed to control runoff. Thinners or solvents shall not
be discharged into sanitary or storm sewer systems.

The discharge of any hazardous materials into any receiving waters is
prohibited.

Spill prevention and control measures shall be implemented to ensure the
proper handling and storage of petroleum products and other construction
materials. Measures shall include a designated fueling and vehicle
maintenance area with appropriate berms and protection to prevent any
spillage of gasoline or related petroleum products or contact with runoff. The
area shall be located as far away from the receiving waters and storm drain
inlets as possible.
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xvi.  If preservative-treated wood is used, appropriate BMPs shall be
implemented that meet industry standards for the selection, storage, and
construction practices for use of preservative-treated wood in aquatic
environments; at a minimum, those standards identified by the Western
Wood Preservers Institute, et al. in Treated Wood in Aquatic Environments:
A Specification and Environmental Guide to Selecting, Installing and
Managing Wood Preservation Systems in Aquatic and Wetland
Environments (2012) or current revision thereof
(http://Iwww.wwpinstitute.org/documents/TWinAquaticEnvironments-
withLinks12.20.12.pdf.). The preservative-treated wood shall be certified by
a third party inspection program, as indicated by the presence of a BMP
Quality Mark or Certificate of Compliance, to have been produced in
accordance with industry BMP standards designed to minimize adverse
impacts in agquatic environments.

xvii.  Best Management Practices (BMPs) and Good Housekeeping Practices
(GHPs) designed to prevent spillage and/or runoff of demolition or
construction-related materials, and to contain sediment or contaminants
associated with demolition or construction activity, shall be implemented
prior to the on-set of such activity.

xviii.  All BMPs shall be maintained in a functional condition throughout the
duration of construction activity.

5. Bird Monitoring and Avoidance Plan. PRIOR TO ISSUANCE OF THE COASTAL
DEVELOPMENT PERMIT, the applicant shall submit to the Executive Director for
review and written approval, a Bird Monitoring and Avoidance Plan and shall include but
not be limited to the following provisions:

A. Outside of bird nesting season (February 1 through August 31) the applicant shall
retain the services of a qualified biologist, with qualifications acceptable to the
Executive Director, to conduct surveys within 500 feet of the project site, to detect
the presence and behavior of any potential sensitive birds, prior to
commencement of any development and once weekly thereafter. Project activities
shall not occur until any sensitive species (e.g., species listed on state or federal
endangered/ threatened species lists, including but not limited to western snowy
plovers and California least terns) have left the project area or its vicinity. In the
event that any sensitive bird species are nesting, the qualified biologist shall
require the permittee to cease work and shall immediately notify the Executive
Director and local resource agencies. Project activities shall resume only upon
written approval of the Executive Director. The permittee shall cease work should
any breach in permit compliance occur or if any unforeseen sensitive habitat
Issues arise. The permittee shall immediately notify the Executive Director if the
qualified biologist determines that any activities outside of the scope of this
coastal development permit occur. If significant impacts or damage occur to
sensitive wildlife species, the permittee shall submit a revised, or supplemental
program to adequately mitigate such impacts. The revised, or supplemental,
program shall be processed as an amendment to this coastal development permit.

B. If project activities must occur during bird nesting season (February 1 through
August 31), a qualified biologist, with experience conducting bird surveys, who has
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